Software Configuration Utility
for LCS850MG12

(Requires the optional P/N SUSB-850MG USB Cable and CD)

YOU MUST INSTALL THE SOFTWARE
PRIOR TO CONNECTING THE USB
CABLE TO THE COMPUTER
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Siren Configuration Utility

Overview

This Siren Configuration Utility has been designed to simplify programming of your new
LCS850MG12 siren. When installed on a computer (laptop recommended), the siren can be
connected to that computer via the enclosed USB/Serial cable, and many of the features can be
easily programmed through the user-friendly interface. This software can be used to program all
of the features described in pages 17-34 of the LCS850MG instruction manual.

Please note: Use of a computer and this software for programming is optional. All of the
features programmed with this software can also be manually programmed
using the method described on pages 17-34 of the LCS850MG manual.

uestions?

Signal Vehicle Products will attempt to answer and resolve any questions or issues you may have.
Please contact our Customer Service Department at the number below with any questions. When
contacting us about a product you have purchased, please have the product’s serial
number readily available.

Phone: (585) 226-9025

Prerequisites

e | CS850MG12 Siren: should be completely installed (including all
wiring and applicable DIP switch settings)

® Access to the back of the LCS850MG12 control head.

e Computer (laptop recommended) that can be connected to the siren
via included 3-ft USB/Serial cable (do NOT use an extension cable)
System Requirements: Windows XP, Vista, or 7 Operating System

180MB Available Hard Drive Space
USB 2.0 Port

Software Installation
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& Siren Configuration Utility Setup

Siren Configuration Utility Setup

Choose Components
Choose which Features of Siren Configuration Utility you want ko

1. Insert the installation CD. The 8 ital.
software should start Zheck the components you want to install and uncheck the components you don't want to
aUtOmatiCa”y. If it does nOt, use install. Click Next to continue.
Windows Explorer to navigate the
SirenConfigUtilitySetup.exe file Selese e sl o Descriptian

- Pasition your mouse
tart Menu Shorbcut over a component ko

Prolific Serial Cable Driver see s description.,

and double-click it.

2. All three boxes should be checked
by default. Click Next.

Space required: 159,.2MB

4 | ]
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Software Installation

Siren Configuration Utility (conT'D)

3. Click Install to install the
program, drivers, and
manuals to the default
location.

4. Once the Configuration
software has finished
installing, the InstallShield
Wizard may open to install
the USB/Serial cable drivers.
Click Next to continue.

Please note: When installing
on a Windows 7 machine, this
window may not open and the
driver will install
automatically. If it does not
open, skip to the USB cable
connection section.

5. Click Yes to agree to the
License Agreement and
install the drivers.

ation Utili

Choose Install Location
Choose the Folder in which ko install Siven Configuration Utilicy,

{iso

=13x]

Setup will install Siren Configuration Uity in the following Folder, To install in a different
falder, click Brawse and select anather Folder. Click Install to start the installation.

Destination Folder

ath Sir

Browse... |

1 Configuration Likility)

Space required: 158, 2MB
Space available: 20.3GE

Iullsaft Install Syvstem ve, 46

< Back. I Install I Cancel

Welcome to the InstallShield Wizard for PL-2303
USB-to-Serial

The InstallShield® Wizard will install PL-2303
USB-to-Serial on your computer. To continue, click Next.

x|

< Back £ Next > ’I Cancel

Installshield Wizard

License Agreement

Please read the following license agreement carefully.

Press the PAGE DOWN key to see the rest of the agreement.

End User License Agreement ['EULA"] -

Do not install or use the software until you have read and accepted all of the license
terms. Permission to use the software is conditional upon your agreeing to the license
terms. Installation or use of the software by you will be deemed to be acceptance of the
license terms. Acceptance will bind you to the license terms in a legally enforceable
contract with Prolific Technology Inc.

* SOFTWARE LICENSE AND LIMITED WARRANTY
This is an agreement between you, the end user, and Prolific Technology Inc. :I

Do you accept all the terms of the preceding License Agreement? i you choose No, the
setup will close. To install PL-2303 USB-to-Serial, you must accept this agreement.

< Back Yes

=
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Software Installation
Siren Configuration Utility (conT'D)
USB Cable Installation

InstallShield Wizard Complete

already to installed PL-2303
USB-to-Serial driver. Please press [Finish] button to close
and out of InstallShield.

6. Click Finish once the
installation has completed.

If you have been plugged cable on PC before run this setup,
please unplug and then plug cable again for system detect
this device!

<Bak [ Fmisn ] | Cancel |

i Siren Configuration Utility Setup = |EI LI
k" Installation Complete
i Setup was completed successfully,
1868
) . . Completed
5. Click Close to exit the Siren
Configuration Utility Setup.
Show details |
Mullsaft Install System vz, 46
< Back Cancel

USB/Serial Cable Driver

With the cable disconnected from the siren, insert the USB end into an available USB port on your
computer. (Please Note: DO NOT use a USB extension cable!!)

A balloon will pop up stating Found New Hardware. 1t should be followed by a secondary balloon
stating Installed and Ready to Use. (Alternately, if a manual install of the drivers is necessary,
the drivers can be found copied on your hard drive into the installed location which is defaulted to:
C:\Program Files\Star\Siren Configuration Utility\driver)

Your computer is now ready to program the LCS850MG siren.
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Siren Programming

1. Review the LCS850MG manual to ensure that your LCS850MG siren has been installed
properly, including all wiring and any DIP switch settings.

2. W

ith the USB end of the enclosed cable plugged SERIAL

into the computer with the Siren Configuration PORT

Utility, connect the other end (DB9 connector) to
the serial port on the back of the siren amp.

3. Power up the unit, locate the DIP switches on the
back of the siren control head, and slide DIP switch

#1
Pri

4 towards the edge of the board to enable

ogramming Mode. Slide DIP
2 3 4 5 6 7 8 9 10 11 12 13 14 SW“Ch 14
The Edge
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4. Start the Siren Configuration Utility on your computer.

== Siren Configuration Utility

<)

Save

Load

Defaults

Marual

[ ) Microsoft visual Studio 2008 3

i',? Favorites 3
7 Documents v i) Stertup
[ settings » i) TREMDret
)J Search v [T Panasanic
t_)) Help and Support @ PDFCreator
= Run... lﬂ PL-2303 USB-Serial Driver
= I

=12lx]|

) oo wenn neuma seorscnon e asma w1043

==
PBZ FB3 PB4 FBS

Expart

wee | | 5. The interface will open.

om?me T S e i Press the Connect button on
= Comman enter - . . .
ooz == the right side or the window to

oom

Configuration Utility to the
siren. It should automatically
e detect the correct COM port.
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Siren Programming (conro)

6. The Siren Configuration Utility will NOT
connect to your siren if the Programming
Mode DIP switch is not enabled. Check the
message box in the lower left hand corner to
verify that it does NOT have a message to
enable Switch 14.

7. Once properly connected, the stop light in
the lower left corner will have a green light
and the message box will show a reminder
to Disable Program Mode (Switch 14)
When Done.

Disable Prograrm Maode (Switch 14) When Done

ls]

“= Siren Configuration Utility ;lglil
‘m n WARNING: WEAR HEARING PROTECTION FER OSHA 1!!1!'4.5.
Save Export
- =
Defaults Disconnect
Marual UNIST R~ Command Center LCS850[1[c) [come =]

.--.---- Other
US PATENT: D503,664 Setkings

o Eiinttion: IOutput Only 7 Activate When Switching To: [~ Gun Lock Password

i i O Momentary Pushbutton
Active Rate: ICnnstant - I™ lide Switch 1
™ Slide Switch 2 [ Turns On At Boot
INDrmauv el :l' ™ slide Switch 3 [ Deactivated By Park-Kil

[~ Enables HRT {With Any Others)

/ [ Enahles Siren (Wwith Any Others)

8. Select the option you wish to program by clicking on the appropriate button or switch on the
interface. As you click each button or switch, menus and/or checkboxes will display in the
lower half of the window showing the various programmable options.

Programmable buttons and switches include:

e  The Slide Switch e YELP

¢« MAN e PHSR

¢« HORN ¢ RADIO

e  Buttons PB1- PB5 e« TDCYCLE

e HF e GUNLOCK

e« WAIL . Other Settings



Siren Programming (conro)

Use the Save button to save your
programmed options to your PC.

Once you have the desired options selected in the
Siren Configuration Utility, use the Export button to
“send” the programming to the siren. Once the siren
stops beeping and the status says export successful,
the export is complete. Note: This MUST be done
when you are finished setting all of your options.
If you do NOT export your settings, the siren will
NOT be programmed.

Use the Load button to Load option
that have been saved to your PC
previously. This tool is typically used to
set up numerous sirens with the same
options. It can also be used to back up
current settings in case of loss.

The Import button is used to load the options from a
siren that has already been programmed into the
Siren Configuration Utility. This function can be
useful when you have a new siren and would like to
mimic the options of an existing programmed siren.

Use the Defaults button to restore the
options to their original state when
shipped from the factory.

Connect/Disconnect:
Use this button to Connect or Disconnect the siren from the programming
software. The siren will not function properly if it is not disconnected.

= Giren Configuration Utility

j| - ) R TR BT o S
Save - Export —~
| =
1 B pii 7
Defaults o 68 8 Disconnect
Marual ,_."‘.“’“““ UNIST' R~ Command Center LCS850[I[S) [eom =1
MBBE

@ . - WAL YELP PHSR. RADIO
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Other.
Sektings

US PATENT: D503,664

Function: Activate When Switching To: I Merienikary Pushbutton

Traffic Director _»
Active Rate:  |Constant -
Hormally Gpen. |~

Info
i = Turns On At Boot

™ Slide Switch 1

[T Deactivated By Park-Kil
[T Enables HRT {with any Gthers)

™ Slide: Switch 2

¥ Slide Switch 3
= Enables siren (with Any Others)

Traffic Director Typs: Discrast - I Removs Warn From Cycls
| Traffic Director Outputs: m
@ |Disable Program Node (Switch 14) When Done 3. 88 S5 e B LB B L BR A AR AR 98 S#:0 tatus:
N e
\ X £ ’

The Manual button DIP Switch Message ||| Status Area: Indicates if The COM Port
will bring up a PDF Area: Some options siren is connected or not pull down can
document require changing a and if Export is be used to
containing the full DIP switch setting. A completed. Also indicates select the COM
installation and message Wwill show the number of shorts (if port if it does
operation manual here when you need present) and voltage of not auto-select.
for the LCS850MG. to make a change. siren, when connected.

The Info button will bring up a

PDF document describing the

various options for the function
you currently have selected.

DIP Switch Settings Area:
When you need to change a

DIP switch setting, this area will

display the required settings.

The Other Settings button
will bring up a menu of
additional options that can be
programmed on the siren.
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Siren Programming (conrno)

(P B

DIP Switches
9. Once you have set all of the options you need to program,
press the Export button to send the programming to the
siren, then disable Programming Mode by flipping DIP
switch 14 on the control head back down.

BE SURE TO EXPORT SETTINGS AND
FLIP DIP SWITCH 14 !l!
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