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X-FIRE™ LED MINI-BARS

FEATURES & BENEFITS

•  Star X-Fire™ technology
•  12 different selectable flash patterns in either of two 

phases, plus steady-on
•  Exceeds SAE Class I J845 standards
•  Extremely low current draw
•  Fully gasketed between the durable polycarbonate  

dome and base
•  Two internal V-mirrors, enhance flashes
•  Magnet mounts include vinyl pads to avoid scratching  

the surface
•  Permanent mount - selectable flash patterns  

via external pattern select wire, 24” leads

•  Magnet and Vacuum magnet mount - selectable flash 
patterns via switch on cig. plug and separate on/off switch

•  Extremely low current draw
•  Dimensions:  41/2”H x 161/8”W x 71/4”D 
•  Voltage: permanent mount - 12-24V DC, magnet mount - 

12V DC
•  Amp draw: 1.2 amps @ 12V DC, 0.6 amps @ 24V DC

•  Dome colors:                  

•  Inner lens colors:                  

•  Approvals - SAE J845 Class I, California Title 13*,  
(Amber Dome)  * does not apply to all flash patterns

FOR MORE INFORMATION  
VISIT OUR WEBSITE.
STARSAFETYTECHNOLOGIES.COM

PART DESCRIPTION

9200LX X-Fire™, SAE Class I, California Title 13, LED mini-bar, permanent mount

9200LXM X-Fire™, SAE Class I, California Title 13, LED mini-bar, magnet mount

9200LXV X-Fire™, SAE Class I, California Title 13, LED mini-bar, vacuum magnet mount
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